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Claims : 

A method for providing a service to a subscriber in a 
network, comprising the steps of: 

a) \providing a network information of the subscriber to a 
service provider; 

b) generating a service message on the basis of the 
provided Vetwork information; and 

c) transmitting the service message to the subscriber. 

2. A method\according to claim 1, wherein said network 
information rebates to at least one of an identity, a 
location, an address, and an operating state of a mobile 
station of the subscriber in a cellular network. 

3. A method according to claim 1 or 2, wherein said service 
message is a local advertisement. 



4 . A method accon 
message is a header/ 
server . 



Zing >to claim 1 or 2, wherein said service 
im unread mail stored in a mail 



5. A method according to ciSaim 1 or 2, wherein said service 
message is a stock price chanc 

6. A method according to any oKe of claims 2 to 5, wherein 
said service message is transmitted when said mobile station 
is reachable according to the network information. 

7. A method according to any one of \claims 2 to 6, wherein 
the network information of the subscriber is transmitted 
by a network operator to the provider of\ the external message 
in dependence on a predetermined subscriber condition. 



8. A method according to claim 7, wherein said 

\ 

predetermined subscriber condition is a request from the 
subscriber . 



o PCT/EP98/04132 



1 



A method according to claim 8, wherein said request is 
s^t by the mobile station. 




\A method according to claim 8, wherein said request is 
\ 

5 set byv a network operator. 

11. A method according to claim 8 or 9, wherein a network 
operator \eceives the request including a service provider 
address, reprieves location coordinates of the subscriber on 

0 the basis ofv a cell identification, and transmits the 
location coordinates to the service provider using the 
received address. 

12. A method according to any one of claims 2 to 11, wherein 
.5 the network information of the subscriber is transmitted in a 

header of a packet transmitted by the mobile station. 

13. A method according to claim 12, wherein the network 



information is insetted by a network element in a second 
>o packet which encappijia^es the packet transmitted by the 
mobile station. 




14. A method according to any one of claims 1 to 6, wherein 
the network information of the subscriber is stored in a 

25 storing means in dependence on a predetermined subscriber 
condition, and wherein said storage means is accessible to 
the service provider. 

15. A method according to claim i\4 , wherein the service 
30 provider reads the storing means byv using a predetermined 

key relating to the subscriber. 

16. A method according to claim 14 or\l5, wherein said 
predetermined subscriber condition is a\request from the 

35 subscriber. 



17. A method according to claim 7, 
predetermined subscriber condition 
parameter of the subscriber. 



14 or V6, 
is a subsV 



wherein 
ription 



said 
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18. A method according to claim 7, .14 or 15, wherein said 
predetermined subscriber condition is an activation of a 
predetermined supplementary service. 



19. A method according to claim 7, 14 or 15, wherein said 
predetermined subscriber condition is the fact that the 
subscriber is located in his home area. 

10 20. A system for providing a service to a subscriber in a 
network, comprising : 

a) providing means (7) for providing a network information 
of the subscriber to a service provider (5) ; and 

b) control means (6) for controlling the provision of the 
15 network information to the service provider (5) in dependence 

on a predetermined subscriber condition - 

21. A system according^ to claim 20, wherein the network 
information relates/ to Jkt least one of an identity, a 

20 location and an operating state of a mobile station (1) of 
the subscriber in a^elSLular network. 

22. A system according to claim 21, further comprising a 
data base for converting a\cell identification of the mobile 

25 station (1) into allocation thereof . 

23. A system according to anyXone of claims 20 to 22, 
wherein the providing means (7)\comprises a transmitting 
means f ortransmitting the networks information of the 

30 subscriber to the service provideA (5) , wherein the control 
means (6) controls the transmittingX operation in dependence 
on the predetermined subscriber condition. 

24. A system according to any one of olaims 20 to 22, 

35 wherein the providing means (7) comprises a storing means in 
which the network information of the subscriber is stored and 
which is accessible to the service provider^ -<5) , wherein the 
control means (6) controls the storing operation in 
dependence on the predetermined subscriber condition. 
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25:\ A system according to any one of claims 20 to 24 , 
wherein said predetermined subscriber condition is a request 
from tke subscriber. 



26. A system according to any one of claims 20 to 24 , 
wherein said^^redetermined subscriber condition is a 



subscription parameter of the subscriber. 



27. A system 
wherein said p 
activation of 




ing to any one of claims 20 to 24, 
"rmined subscriber condition is an 
tebetermined supplementary service . 



28. A system according to x any one of claims 20 to 24, 
wherein said predetermined subscriber condition is the fact 
that the subscriber is located\in his home area. 



